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Epson’s main strength is its compact, energy saving and high 
precision technologies that it� has acquired and developed over 
the years. The same applies to Epson’s TM series of thermal 
receipt printers where Epson has refined its original printer 
mechanisms and technologies to create products that are 
distinct from those of competitors such as Star, Bixolon, Citizen 
and SII. As part of its efforts to maintain its market leadership, 
Epson has also developed its original ESC/Pos command 
language for receipt printers.

As a result of these efforts, Epson receipt printers have become 
a global standard. Sold throughout the world, the company’s 
miniprinters have been highly evaluated by customers with sales 
now surpassing 300 million units.

The latest innovation in Epson’s long line of receipt printers are 
its series of smart receipt printers. Built on the firm foundations 
Epson has established over the years they have been created to 
meet the needs of the age.

TM-T88V-DT

Retailers can streamline operations, save space and reduce 
costs with the Epson TM-T88V-DT – a unique integrated 
terminal hub and thermal receipt printer designed to work with 
the web. Ideal for retailers moving from legacy systems to a full 
web environment, the TM-T88V-DT has a built-in controller that 
can seamlessly connect peripheral devices and work as a web 
server.

KEY FEATURES

Integrated design
No PC or POS terminal needed
ePOS-Device
Control peripherals from the web
Cuts costs
Less devices to maintain
Full resilience
Processor and storage for back-up
Smart design
Stylish and space saving



PRODUCT SPECIFICATIONS

INTERFACES

Interfaces Ethernet interface (100 Base-TX / 10 Base-T), USB 2.0 Type A (6x), RS-232, VGA out, Stereo 

mini jack audio out, Drawer kick-out

GENERAL

Product dimensions 145�x�279�x�183�mm�(Width x Depth x Height)

Product weight 3.2�kg

Installation horizontally

Humidity Operation�10% - 90%, Storage�10% - 90%

Temperature Operation�5° C - 45° C, Storage�-10° C - 50° C

FONTS & STYLES

Print Speed 300�mm/sec

Printing Font ANK

Character size 0.99�mm�(W) x 2.4�mm�(H) / 1.41�mm�(W) x 3.39�mm�(H)

Character set 95 Alphanumeric, 18 set International, 128 x 43 Graphic

Dot density 180�dpi x 180�dpi

DATA BUFFER

Data Buffer 4�kB�or�45�Bytes

OTHER FEATURES

CPU Atom E640 1.0GHz, Atom E680 1.6GHz

Cutter Partial Cut

Preloaded SW WebPOS Config, ePOS-Device®

Sensors Unit open sensor, Paper End Sensor, Paper Near End Sensor

Storage 16GB SSD

OTHER

Warranty 12�months�Carry in

LOGISTICS INFORMATION

Dimensions Single Carton 400 x 250 x 278 mm

Carton Weight 4.5 Kg

Epson�TM-T88V-DT

WHAT'S IN THE BOX

AC Adaptor
Cable cover
Main unit
Paper roll spacer
Thermal roll paper

OPTIONAL ACCESSORIES

Epson OT-WL01 (732): Wireless LAN set for Epson 
TM-i

� C32C890732

1. Source: Interconnection Consulting, 2010.
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Telephone: 01952 607111 (UK)+ 
01 436 7742 (Republic of Ireland) 
E-mail: enquiries@epson.co.uk 
Chat: etalk.epson-europe.com 
Fax: 0871 222 6740 
+ Local call rate.

Web:      www.epson.co.uk 
               www.epson.ie
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